linois Department of Transportation

2300 South Dirksen Parkway / Springfield, lllincis / 62764

October 20, 2006

SUBJECT: FAS 60 (Cedarville Road)
Project BRS-60(120)
Section 04-00163-00-BR
Stephenson County
Contract No. 85391
Item 45
November 17, 2006 Letting
Addendum (A)

TO PROSPECTIVE BIDDERS:

Due to clarify information necessary to revise the following:

Proposal — Delete Special Provision on page 7 titled “STEEL PAINT SYSTEM”.
Only shop prime coat application on beam end areas, specified in the fourth

General Note on Sheet 7 of 29 of the plans will be required.

Prime contractors must utilize the enclosed material when preparing their bid and must
include any Schedule of Prices changes in their bidding proposal.

Bidders using computer-generated bids are cautioned to reflect any and all Schedule of
Prices changes, if involved, into their computer programs.
Very truly yours,

Michael L. Hine
Engineer of Design and Environment

Q@zﬁ%ﬁﬁ

By: Ted B. Walschleger
Engineer of Project Development
and Implementation




SPECIAL PROVISIONS
INDEX OF SHEETS
Title
Coniract Specifications
Description of Work

Joint Utility Location Information. for. Excavators
Precautions for Utilities
Seeding, Class 2 (Special)
* Traffic Control Plan
Status of Utilities to be Adjusted
Barbed Wire Fence, Four Strand
Structural Steel Shop Drawings
Furnishing Metal Plle Shells
Stee} Plate Beam Guard Rail Removal
Steel Plate Beam Guard Rait Removal Atiached to Structure
Fence Removal
Salvageabls Majerials
Deleted ¥
BituminGus Mixitre Complets
Department of the Army Corps of Engineers Permit
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T STEEL PAINT SYSTEM, The Contractor shall have the options of M
total shop patating or shop and field painting for the new weathedagstructural steel at

the specified JocatioMs-Rafed in the plans.
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Bare.Laint system shall be used for full shop
application of the three-pagbeedtg system. Thedraganic Zinc-Rich / Waterbome
Acrylic Paint systemestiall be used for shop and field appiieation of the three-part
coating systef. These paint systems are described and specifiethindhe attached

sepyof GBSP #22, “CLEANING AN PAINTING NEW METAL STRUCTURESZ

The Organic Zinc-Rich / Epoxy / Ure
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